

















Bi-Phasic
Defibrillator

Tm-2009

Product Description

—* Is A Defibrillation Device, Which Can Meet Your Clinical Needs

—+ From Basic Life Support (bls) To Advanced Cardiac Life Support (acls).
=+ AED, Spo2, ECG with Printer In TM-2009

Display

— Screen Type: High-resolution display

—+ Screen Size: 7 inches (17.7 cm) Color LCD Display

—+ Sweep Speed: 25mm/sec

— Information: Heart Rate, Lead/Pads, Alarm On/Off, SpO2,

—+ AED Functions and Prompts, Alarm Selection and Limits, Delivered Energy.

Defibrillator

-+ Waveform: Biphasic

—+ Charge Time: Less than 7 seconds with a new fully charged battery.

—+ Energy Display: Monitor display indicates both selected and delivered energy.
—+ Charge Prompt Type: Voice and visual prompts.

—+ Electrode Impedance Measurement Range: 0-250 chms.

Tm-2008

FETAL MONITOR e,
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Main Features:

+ 8.4" colorized LCD large Screen

+ Long life-span recorder with array of
high heat, print immediately or After storing

« The world's advanced DSP technology
Double event marks

+ Three-in-one probe, reduce the line winding.
Code-operation, easy and convenient

« Avariety of alarming functions

« Automatic fetal movements function

* 12 Hours Data & Waveform Storge and review
Twins monitoring Function Option.

+ Built in PC Network can be connected to the
central monitoring system,

Technical parameters:
Product Name

Portable Fetal Monitor
Fetal Heart Ratill

Probe: @ wafer, wide wave beam Pulse working mode
high sensitivity

Ultrasound Intensity: <5mW/ecm2

Recorder: Thermal Printer

Recorder Paper: Z-fold, thermal paper

Printing width: 112 m.m.

Working Frequency: 1.0--3.0(optional)

Measurement Scope: 30--240bpm

Largest Power of Voice Output: 1.5w TM 1 409 A

0-100 (relative unit)

FHR, TOCO, FM, Mark, Time, Freeze, Replay

[ Power |
AC 220V, 50HZ

<20W

320 [Lengmi x 260(width) x 80 (height) mm

3.2kg
Working Temperature
10-40 C, Relative Humidity 10-80%
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DIGITAL VIDEO COLPOSCOPE IMAGING SYSTEM

Imaging system from Japanes SONY which creates brilliant-resolution images. Images can be displayed, captured

and printed in real time digital camera provides step free continuous zoom and focus, electric green filter removes

red from image with no loss of light

Pixel: 80,00,00

+ Minimum working distance: 100mm

+ Magnification: 1-72

+ Focusing: auto/manual

# output interface: VIDEO PAL/INTSC

+ Lens resolution: 1/4 super color CCD

+ Horizontal resolution over 470 lines

+ Vertical resolution- over 350 lines

+ Mode: green, black/white, indoor, outdoor, normal
+ Freeze: auto/manual

+ SNR: 50dB

+ Minimum illuminance: 0.2Lux.

¢ White balance: Auto/Manual

+ Light source: Multipoint surrounded high-brightness
+ White cold light source:

Optional-PC, Printer and Trolly
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Four Channel ECG

TM-99

™ -1

Singal Channel ECG

ECG Machine
3 Channel
™ -903

Digital Three Channel ECG Machine

& Simultaneous acquisition of 12-lead ECG data

4 Screen Display: 3,8 Inch LCD screen, 12 leads display and working
Status display

i Measurement & Analysis: automatic measurement and analysis

@ Recording Mode: 3CH, 3+1CH, 60 Sec Compressible waveform record

& Physical Examination Mode: V1, V3, V5 chest lead examination

i@ Record Paper; 80mmX20/30m

i@ Lead {Un) connected Indicating light: Giving alarm when the patient

cable break off or power deficiency

i Communication Interface: USB, professional input and output interface

& Data Storage: SD card for data storage (Optional)

@ Power Supply: AC 100-240V(50/60Hz), DCI2V/1500mAh

ECG Machine IM-34
3/6:Channel %

Features:

o Simultancous acquisition of 12-lead ECG data, real-time recording
and printing of 12-channel ECG waveform

» Giraphic display of 12-lead ECG waveform

* Built-in analysis soltware of age which assures sccumte nnalysis result

= Auto-measurement, auto-interpretation, waveform playback and
storage of ECG data

* RS232 and USH interfuce cope with data-share or remote data
management requirement

= Option wireless function mikes more convenienl communication
with PC

* User friendly operation system contributed by built-in HELP function

* Literal and graphic operation interface

* Powerful filters to minimize interferer

* Hear rate measurement and pace-maker protection circuit

* Multi-printing formats: manul/‘auomatie, standard 12 channel, 3
channel phis 3 rhythm lead, 6 channel, 6 chanoel plus rhythm
Tead, 60s
analysis of archythmia, R-R histogram. trend graph

* AC., DC or built-in lithium battery power supply, alarm
of hattery weak and lead-off’

» Comfort and durnbility contributed by silicon gel keypad

= Tremendous ECG data can be saved in built-in 8D card

& Paper Size : 210mm X 20m

ECG Machine
12 Channel
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Table Top Pulse Oximeter With NIBP

T™M-1309

Display

7 segment LEDS for systolic pressure,diastolic pressure

SPOz and pulse rate

2.4" color LCD for waveforms, bargraphic, trend and system menu

Weight : 1.15 kg
Dimention : 232 mm x 198 mm x 75 mm

NIBP

Method;Oscillometry

Operation modes; Manual/Automatic

Auto Measure time : 1~250 minutes adjustable, interval 5 minutes
Measurement range;10~270mmHg

Overpressure protection; Yes

Alarm: Systolic, Diastolic, Mean, PR, SPO:

High bright LEDS display of NIBP,SPO: and pulse rate

High resolution color LCD for trend tabular and SPO2
waveforms display

Manualfauto/continuous measurement of NIBP

Adjustable audible and visual Alarms

Up to 2000 groups NIBP data storage or SPOz data up to 10 hours
Suitable for adult, pediatric and neonatal patient

SPO2

Measurement range: 0~100%

Resolution:1%

Accuracy: 70~100% %2%, 0~69% unspecified
Alarm range: 0~100%

Pulse Rate:

Range: 25~250bpm

Resolution: 1bpm

Accuracy: £2bpm or #2% (select larger)
Net Wight : 1.6 kg

Dimention : 240 mm x 190 mm x 162 mm

TM-1309A

OXYGEN CONCENTRATOR
JAY-5A [ )
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Single Flow

Dual Flow

FEATURES

¢ PSA (Pressure Swing Adsorption) technology
+ Adjustable flowrate
+ Large LCD display for: accumulating timing : present timing: from 10min to 40 hrs.
+ Digital: Pressure digital; Temperature digital; Purity digital; SPO2, digital
+ Maintenance reminding
SPECIFICATION
+ Flowrate:0-5L/min, Purity: 93%+3%
+ Outlet Pressure(Mpa): 0.04-0.07 Sound level (dB): <50
Power: AC220V+10%, 50/60 +1Hz;
Power: <480W
Timer: accumulating timing; present timing
Alarm: Power failure, High & Low pressure, High temperature
Net Weight: 25kg
Size (mm}): 365 x 375 x 600
OPTIONAL
+ Nebulizer
+ Low Purity alarm: When oxygen purity is above 92%, it will give green light; When the purity is
+ between 85% it will give yellow light; when purity is below 73%, it will give red light;
+ Maintenance alarm: Alarm for maintenance will be heard after 3000 hours of operation



Handheld
Pulse oximeter

Patient Monitor
T™M-8

TM-1309 Table Top Pulse
Oximeter With NIBP

Model-TM-9009
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Syringe Pump
TM-1509

Diagnostic Spirometer
TM-10

Infusion Pump

New Eteol T
ew Etco, T™M-1609

Monitor Tm109

www.kiransurgicalsystems.com
www.kiranmedicareequipments.com

)

Finger Pulse Oximeter
CMS-50E
(Battery Rechargeable)

MODEL:TM-DVTY
DVT Pump

Fetal Doppler Fetal Monitor

TM -1409
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[ 522 . Delhi : A - 39, Street No.5, Chander Industrial Estate, |.P Extension, Delhi - 110 092
. = Gujarat : 308/4, GIDC Estate, Makarpura Industrial Estate, Baroda — 390 010,
Andhra Pradesh : No. 6-5-351/5, Astal Heights, Road No. 1, Banjara Hills, Hyderabad — 500 034
Tamil Nadu : No.33-B4, Sidco Industrial Estate Phase - Il, Sundarapuram, Coimbatore - 641 021
Kerala : 333/9, Para Road, Near NIDA, Kanjikode, Palakkad - 678 621
Helpline : +91 9751725000, +91 9751625000, + 91 9751425000, + 91 9751215000, + 91 9751245000
Bi-Phasic Defebrilator 3/ 6 Channel ECG 12 Channel ECG Email : kirangroup108@gmail.com, kiranindia108@gmail.com, kiranbiz108@gmail.com
Website : www.kirangroupofcompanies.com, www.kiran.biz, www.kiranshop.in, www.kiranindia.in,
_ www.kiransurgicalsystems.com, www.kiranmedicareequipments.com, www.kiranpump.com,
— www.kiransolarsystems.com, www.kiranled.com, www.kiranincinerationsystems.com
seesenuura www.kiranequipments.com, www.kirancompressors.com, www.kiranappliances.com
ssseensens www.kiranairventilators.com, www.kiranfrpproducts.com, www.kiranpebsystems.com,
www.kiranpanels.com, www.kiranfabsystems.com
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